














Operation
The BossDim RS is fitted with a touch-sensitive stainless steel strip which is controlled by 
gentle touching. The BossDim RS can distinguish between a short touch of the hand and 
continuous touching. A brief touch of the BossDim RS will switch lights on and o�. When 
the BossDim RS is switched on by a brief touch of the hand the light intensity will re -
turned to the same level as when it was switched o�. 

NB! If a BossDim RS is left switched o�, after e.g. a power cut it will remain extinguished when 
the power is restored. In the same way, it will return to the same intensity if the BossDim RS 
was already switched on. 

A continuous touch to the BossDim RS will increase light intensity to 100% or untilyour 
hand is removed. To reduce light intensity, touch the BossDim RS briefly and then touch 
continuously. The light intensity will decrease to 10% or until your hand is removed. 

The BossDim RS has been designed with a sleep function so it can dim light intensity 
from the current level to o� over 30 minutes. Briefly touch the BossDim RS twice to acti -
vate this function. When the BossDim RS is switched on again by a brief touch of the 
hand, light intensity will return to the same intensity as before the function was activated. The 
BossDim RS can be operated as normal even when the sleep function is active, but this 
will deactivate the sleep function. 

Besides the touch-sensitive steel strip, the B o s s D i m  R S  is fitted with a red LED which 
flashes while the BossDim RS is altering light intensity. 



B&O
The BossDim RS can be operated from a B&O remote control. All units in the same room can 
be operated at one and the same time, or individual dimmers may be allocated a unique number (1-9). 
Light intensity can be increased or decreased or completely extinguished. 

Up to 9 di�erent lighting scenarios can be set up in each room, e.g. for television, eating etc.

The BossDim RS has 9 di�erent programmable light intensities which can be selected from 
a B&O remote control. The manufacturer's default settings are as follows: 

If there is more than one BossDim RS or some other B&O dimmer in the same room, each 
dimmer can be assigned a number from 1 to 9 for individual control. The BossDim RS has no 
manufacturer's default number.

Program no. 9 8 7 6 5 4 3 2 1

Intensity 20% 30% 40% 50% 60% 70% 80% 90% 100%



BEO4
Select program (All in same room)
•  Press "Light" followed by the program number 

(1-9).

Alter light intensity (all in same room)

Switch o� light (all in same room)

Altering light intensity (single lamp)
Your BossDim RS must have  
already been assigned a number, see  
"Assigning dimmer numbers".

•  Press "List" until "Lamp" appears on the display
•  Select the number of the lamp you wish to  

alter the light intensity of

Switch o� light (single lamp)
Your BossDim RS must have 
already been assigned a number, see 
"Assigning dimmer numbers".

•  Press "List" until "Lamp" appears on the display

•  Select the number of the lamp you wish to al-
ter the light intensity of

Save the current light setting in the room

•  Press "List" until "Store" appears on the display
•  Press "Go" followed by the number of the pro-

gram (1-9)

Now you can restore the current light setting by 
pressing "Light" followed by the program number. 

Assigning dimmer numbers
The B o s s D i m  R S  must be switched on 
during the whole of this process. Do this by con-
stantly touching the aluminium strip. 

Press ”Light” followed by the up/down arrow

Press ”Light” followed by ”stop”

Press ”Light”

Press up/down arrows to  alter intensity

Press ”Light”

Press ”Light”
Press ”List” until ”Setup” appears on the display
Press ”Go”
Press ”List” until ”Store” appears on the display
Press ”Go”
Press the desired number (1-9)
Press ”Go”

Press ”Light”

Press ”Go”

Press ”Stop”


